LOW-RISE RESIDENTIAL BRANCH: 3 STORIES OR LESS <12,000 SF
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#FunFact: unlike a DWELLING UNIT, a
SLEEPING UNIT has either sanitation or
kitchen facilities but not both.
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LOW-RISE RESIDENTIAL BRANCH: 3 STORIES OR LESS >12,000 SF

UPDATED JUNE 2023
#FunFact: unlike a DWELLING UNIT, a
SLEEPING UNIT has either sanitation or
kitchen facilities but not both.
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COMMERCIAL BRANCH: RESIDENTIAL 4 STORIES OR MORE

UPDATED JUNE 2023
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#FunFact: unlike a DWELLING UNIT, a
SLEEPING UNIT has either sanitation or
kitchen facilities but not both.
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COMMERCIAL BRANCH: <20,000 SF

UPDATED JUNE 2023
LEGEND
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#FunFact: EV and PV readiness is
required for all paths in the Stretch
and Specialized Opt-in Codes, and

requirements vary between the two.
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COMMERCIAL BRANCH: LOW-VENTILATION >20,000 SF

UPDATED JUNE 2023
LEGEND
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~ = = Effective After Municipal Vote

#FunFact: £V and PV readiness is
required for all paths in the Stretch

and Specialized Opt-in Codes, and
requirements vary between the two.
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COMMERCIAL BRANCH: HIGH-VENTILATION >20,000 SF

UPDATED JUNE 2023
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#SuperFunFact: To qualiy for high

design use the low ventilation pathway.

#FunFact: £V and PV readiness is
required for all paths in the Stretch
and Specialized Opt-in Codes, and

requirements vary between the two.
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| #FunFact: Any building in a Stretch
Code community can choose to follow
the TEDI path. Because o building has
to model ventilation rates as no lower
ON than the ASHRAE 62.1 minimum, high

vent buildings are unlikely to choose
this path.
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EXISTING CONSTRUCTION DECISION TREE

UPDATED JUNE 2023

#FunFact: This is the first time the
Stretch Code applies to Existing
Alterations, Change of Use, & Additions.

EXISTING

l/ CONSTRUCTION

#FunFact: Energy code defines a
RESIDENTIAL USE as detached one-and two
family dwellings, townhouses as well as
Group R-2, R-3 and R-4 buildings. All other
uses are considered Commercial.

QunFact: The Specialized Opt-in Code\

pertains to new buildings only. IS YOUR
Reference CMR 23 Section CC101.4 or USE
Section RC101.1. Ay Aol

AS
RESIDENTIAL?

*This is an important distinction for
Low-Rise Residential and Commercial/
Multifamily Existing Construction.
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BUILDING
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EXISTING BRANCH: LOW-RISE RESIDENTIAL 3 STORIES OR LESS

UPDATED JUNE 2023

#FunFact: Levels of alteration are
applicable to the decision tree for the

ise Residential Existing.
Construction Energy Code
requirements

/
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1 R504 irecs users
to Section RS01.3 stating.
that repairs must comply
with the code inwhich the

THEN

PRESCRIPTIVE
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torgresterthan € fromSection €
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CONSTRUCTION
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“STRETCH ENERGY CODE
DEFINE THE SC \PROVEMENTS

Alternaton applies to
non-conditioned space
converted to
conditioned space

where envelope
dimensions are
unakered. (1. existing
unconditioned

basement converted to
condiioned basemen).

Level ll aerations New envelope
apply where the assembiies n additons

work area s equ

PRESCRIPTIVE

CODE LANGUAGE BREAKDOWN
Maximum HERS Index Score: Table R406.5
HERS Index Score applies to dwelling units.
For non-dwelling units, Sections R502.3, R503, or RS
Prescriptive requirements apply.

#FunFact: Additions, alterations,
and change of use occupancy each
have different requirements. Similar
to multiple use types, if an existing
building has an additio

andan
alteration, then compliance is
required for each indvidual portion.

Existing conditioned
space with an amended
envelope . a new oot
exteror wall)is
considered an Addiion,

#FunFact: The Specialized Opt-in
Code does not apply to Low-Rise
Existing Construction Aditions

HISTORIC BUILDINGS are not exempt from energy code
though CODE OFFICIALS MAY PROVIDE WAIVERS for
specific requirements within the code that cannot be met
because they are in proven conflict or destroy the historic
nature of the building,

#FunFact: The DOER Technical Guidance
recommends that permit applicants
confirm focally, with the Authority Having

Jurisdiction, which code applies.

n addition shalbe deemed

N

Index Score per Table RAG6.5.

#FunFact: unlike o DWELLING UNIT, o
SLEEPING UNIT hos either sanitation o
itchen facilities but not both.

PCA I

DIMELLA
SHAFFER

ARCHITECTURE



EXISTING BRANCH: COMMERCIAL/MULTIFAMILY

UPDATED JUNE 2023

#FunFact: Levels of alteration are
ot applicable to the decision tree for
the Commercial Existing Construction
Energy Code requirements.

STRETCH ENERGY CODE
DEFINE THE SCOF RovE)

Norconditoned
0 conditioned
space whe
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emveiope
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unahterec.

Options for compliance
1. Component performance
alernate in C402.1.5 UA
shall notbe greater than
T10%of the target UA

2 Totalbuiding
performance opton in C407
shall notbe greater than
110% of the annual energy
cost

health, o property. New
materials must comply with code
for new constructin.

HISTORIC BUILDINGS are not exempt from energy code
though CODE OFFICIALS MAY PROVIDE WAIVERS for
specific requirements within the code that cannot be met
because they are in proven confiict or destroy the historic
nature of the building.

An akdtion shal be

comply a a singe buicing.

#FunFact: The DOER Technical Guidance
recommends that permit applicants
confirm locall, with the Authority Having

Jurisdiction, which code applies

NO- YES.
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CODE LANGUAGE BREAKDOWN
Thermal Envelope Certificate: C401.3
Envelope Requirements: €402
MEP Requirements: C403-C405
Additional Efficiency Requirements (Point System): C406
107.1 (+ SELECT SECTIONS OF ASHRAE 90.1-2019)
Maintenance and Commissioning : C408

#FunFact: Additions, alterotions,
and change of use occupancy each
have different requirements. Similar
to multple use types, if an existing
building has an odition and an
alteration, then complionce s
required for each individual portion

Non-conditoned spaces converted to

EXCEPTION/AL compliance allows 2 10%
igher tota buiding performance value.

#FunFact: Additions greater than
20,000 SF are to be treated s a new,
separate, building and subject to the
Speciolized Opt-in Code, if compliance
is required under New Construction
Code pathwoy.
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